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Remote ID Detection Directional RF Detection

Real-Time Drone & Pilot Tracking Enhanced RF Detection

Multi-Sensor Data Integration

Unlimited User Access

Instant Alerting

What’s Included

SPEC SHEET - ENHANCED TIER

Unified Multi-Sensor Dashboard 

Real-Time Drone & Pilot Tracking 

Flight History & Forensic Playback 

Advanced Analytics & Heatmaps

Expanded Nationwide Search 

Whitelist & Flag Drones

Instant & Actionable Alerts

Easy Integration with Existing
Systems



RF Sensor

Dimensions: 12.52 inches (diameter) x 11.57 inches (height)
Weight: 20 lb
Frequency Bands: 433 MHz to 5.8 GHz 
Power: 100V ~ 240V
Operating Temperature: -16.6°F to 134.6°F
Data: Ethernet uplink 
Ingress Protection Rating: ≥IP66
Mounting: Fixed or tripod
Detection Range: 3 to 5 miles
Drone Types Detected: DJI, Autel, SwellPro, SkyDio, Limitless, Parrot, ELRS, 
Crossfire…

DF Sensor

Dimensions: 12.52 inches (diameter) x 11.57 inches (height)
Weight: 20 lb
Frequency Bands: 433 MHz, 900 MHz, 1.4 GHz, 2.4 GHz, 
5.2 GHz, 5.8 GHz
Power: 100V ~ 240V
Dynamic Range: up to 3 miles
Direction Finding Accuracy: (RMS) 3° (hovering), 10° (moving)
Operating Temperature: -40°F to 158°F
Ingress Protection Rating: IP66
Mounting: Fixed or tripod
Detection Range: 3 to 5 miles
Drone Types Detected: DJI, Autel, SwellPro, SkyDio, Limitless, 
Parrot, ELRS, Crossfire…
Detection Quantity: 35 Drones (Simultaneous)

Remote ID Sensor

Dimensions: 10 x 6 x 3 in
Weight: 3 lb
Frequency Bands: 2.4 GHz and 5.8 GHz
Power: 120V DC
Operating Temp: -4°F to 140°F
Ingress Protection Rating: IP67 
Mount: Wall or pole 
Connectivity: Ethernet + LTE option
Detection Range: 2 to 3 miles
Drone Types Detected: All RID drones
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